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ArtistADAM Audio introduces the new ARTIST-Series of active loudspeakers

No longer is music restricted to a single room in the home.  Over the last years,  

portable units like MP3 players, smart phones, desk and laptop computers and streaming 

clients offer music virtually anywhere you go.  Often these sources can be connected into 

multi-room systems and distributed throughout the house.  But having a pre-amplifier and  

amplifier or a receiver at every location is not viable.

The logical solution, create small active speakers for ease of use. These speakers 

would have their own amplifiers built in as well as the ability to connect to virtually any 

source.  ADAM Audio is proud to introduce the ARTIST line of active monitors for amazing 

musical reproduction.  With ADAM Audio’s excellent heritage as one of the leading high  

performance recording studio monitor manufacturers, the ARTIST-Series now offers this 

performance in a compact design for consumer use.

Sound engineers around the world use ADAM studio monitors to create and analyze their 

work.  The ARTIST speaker design is directly based on these world famous monitors.  The 

ARTIST speakers use identical driver technology and amplification to the studio monitors.  

The new high performance X-ART tweeter, a unique ADAM Audio design that accelerates 

air four times faster than any classic driver design, can be found throughout the ARTIST-

Series.  Combine this tweeter with a sophisticated woofer, an electronic crossover and 

built-in dedicated amplifiers for each driver brings the high performance of the studio into 

your home or office.

The ARTIST line of speakers has following connection features:

• a 3.5 mm connector for sources like MP3 players and smart phones

• a USB connector for sources like computers and servers

• XLR connector for sources like recording equipment

• RCA connectors for sources like Home Theater components

• The two smaller ARTIST models also include ADAM Audio’s stereo link. This feature 

allows for direct connection of the two speakers so that a single volume control  

operates both speakers, a practical solution for maintaining the balance between the 

two speakers.

The ADAM Audio ARTIST-Series of speakers now gives you a true high-end studio quality 

product for your computer or portable music.  Hear for yourself the true sound possible 

from the streaming audio on your computer or portable players and be surprised at what 

you have been missing.  

ARTIST-Series
Active HiFi/Multimedia Speaker

All models of the ARTIST-Series are 
equipped with the new X-ART tweeter, 
which is based on the original version 
of the legendary Accelerating Ribbon 
Technology. Compared to the original 
version, the X-ART tweeter has a 
4dB higher efficiency, a 3dB higher 
maximum sound pressure level, and 
an increase in frequency response up 
to 50kHz.
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Woofer 1 1 2

Basket Ø 120 mm / 4.5 inch 145 mm / 5.5 inch 120 mm / 4.5 inch

Voice coil Ø 25 mm / 1 inch 32 mm / 1.5 inch 25 mm / 1 inch

Cone material Carbon fiber Carbon /Rohacell/Gass fiber Carbon fiber

Tweeter 1 1 1

Type X-ART X-ART X-ART

Diaphragm area 2420 mm2 / 4 inch2 2420 mm2 / 4 inch2 2420 mm2 / 4 inch2

Equiv. Diaphragm Ø 56 mm / 2 inch2 56 mm / 2 inch2 56 mm / 2 inch2

Velocity transform ratio 4:1 4:1 4:1

Diaphragm weight 0,17g 0,17g 0,17g

Built-in amplifiers

Woofer 25 W / 40 W 50 W / 70 W 2 x 25 W / 40 W

Tweeter 25 W / 40 W 50 W / 70 W 25 W / 40 W

Control panel

Input Sensitivity - ∞ / +14dB  - ∞ / +14dB  - ∞ / +14dB

Tweeter gain ±4dB ±4dB ±4dB

Shelving filter high frequencies • > 5kHz  ~ ±6dB > 5kHz  ~ ±6dB

Shelving filter low frequencies • < 300Hz  ~ ±6dB < 300Hz  ~ ±6dB

General data

Frequency response 60Hz - 50kHz 50Hz - 50kHz 40Hz - 50kHz

Crossover frequency 2800 Hz 2500 Hz 2800 Hz

THD > 90 Hz/1m > 100 Hz ≤0.8 % ≤0.6 % ≤0.6 %

Long term output ≥98dB ≥102dB ≥103dB

Max. peak ≥106dB ≥110dB ≥111dB

Input impedance 10 kΩ 30 kΩ 10 kΩ

Input connectors analog
XLR / RCA / 

3.5mm   Mini stereo jack
XLR / RCA / 

3.5mm  Mini stereo jack
XLR / RCA 

Input connectors digital USB USB USB

Weight 5 kg /11l b 7 kg /15.4 lb 9.2 kg /20.3 lb

Height x Width x Depth 252 x 150 x 185 mm 290 x 175 x 220mm 865 x 135 x 185mm

Warranty 5 Years 5 Years 5 Years


